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高阻片式电阻器      
              HIGH OHM CHIP RESISTOR           

 

特点 FEATURES 

   High ohm chip resistor in Thickfilm               电高阻厚膜片式 阻器 

   Terminator for glueing and soldering              头 焊端 可供 接和粘接 

   Working voltage up to 6000V                    最大工作电压 6000V 

   TCR as low as ±25ppm/℃                     温 数 达最好 度系 可 ±25ppm/℃ 

      
尺寸 SIZES (mm) 

 
 
 
 
 
 
 

技术参数 SPECIFICATION 
Size 0603 0805 1206 1210 2512 4020 规格 
Rated Power 75 125 250 350 600 800 额定功率 mW 
Working voltage 

Trimmed 

Untrimmed 

 
75 
200 

 
100 
300 

 
200 
600 

 
300 
900 

 
1000 
2000 

 
4000 
6000 

最大工作电压 

调阻型 

非调阻型 
 

 
 
 

温度范围 Temperature range: -55℃---125℃ 
气候类别 Climatic category : 55/125/56 
可焊性   Solderability acc IEC 60068 T2-20 

   235℃  5S 
最大焊接温度 Max. soldering temperature acc IEC60068 
             T2-20 
         245℃  10S 

 
 
 
 
 

长期稳定性 Long term stability <1G ≤10G >10G 

高温储存 Storage at 125°C  1000h  <1% <2% <5% 

最大工作电压工作 Max. voltage /1000h <0.5% <1% <2% 

 

 

Size L 
+0.15/-0.05 

W 
+0.2/-0.05 

D 
+0.15/-0.05 

C 
 

0603 1.5 0.8 0.4 0.2 
0805 2.0 1.25 0.4 0.3 
1206 3.2 1.5 0.4 0.3 
1210 3.2 2.5 0.5 0.8 
2512 6.3 3.5 0.6 0.9 
4020 10.2 5.1 0.6 1.0 
 

RHC 
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              高阻片式电阻器      
              HIGH OHM CHIP RESISTOR           

 
Ranges/TC/ 

VCR/Toler. 
0603 0805 1206 1210 2512 4020 

5/10/20% 0.5/../20% 0.5/../10% 0.5/../20% 0.5/../20% 0.25/../10% 

TC100/250 TC50/100 TC25/50/100 TC25/50/100 TC50/100 TC25/50/100 1M-100M 

<250ppm/V <100ppm/V <100ppm/V <50ppm/V <10ppm/V <5ppm/V 

2/5/10/20% 2/…/20% 2/…/20% 2…/20% 1/…/20% 0.5/…/20% 

TC100/250 TC100/250 TC100/250 TC100/250 TC50/100 TC25/50/100 >100M-500M 

<500ppm/V <250ppm/V <100ppm/V <100ppm/V <25ppm/V <10ppm/V 

5/10/20% 5/…/20% 5/…/20% 5/…/20% 1/…/20% 1/…/20% 

TC250/500 TC250/500 TC100/250 TC100/250 TC100/250 TC 25/50/100 >500M-1G 

<500ppm/V <250ppm/V <250ppm/V <100ppm/V <25ppm/V <10ppm/V 

5/…/30% 5/…/20% 5/…/20% 5/…/20% 2/…/20% 2/…/20% 

TC500/1000 TC500/1000 TC500/1000 TC250/500 TC250/500 TC50/100 >1G-10G 

<5000ppm/V <2000ppm/V <2000ppm/V <1000ppm/V <250ppm/V <100ppm/V 

10/20/30% 10/20/30% 5/10/20% 5/10/20% 5/…/30% 

TC1000/2000 TC1000/2000 TC500/1000 TC250/500 TC100/250 >10G-100G _ 

<2000ppm/V <2000ppm/V <1000ppm/V <250ppm/V <100ppm/V 

10/20/30% 10/20/30% 5/…/30% 5/…/20% 5/…/30% 

TC3000 TC3000 TC1000/2000 TC500/1000 TC250/500 >100G-1T _ 

<5000ppm/V <5000ppm/V <2000ppm/V <500ppm/V <250ppm/V 

 
温度系数测试范围 Temperature Range :  +25℃--+85℃ 
电压系数测试范围 VCR measured between 10V---100V 
更高的精度，温度系数、电压系数可协商供货 Best tolerance , TCR， VCR could be available . 
电阻焊接区域要保证足够的热导，才能确保持续的功耗 
At continuous dissipation, the dimensions of solder-pads have to secure sufficient heat-conduction 

 
应用范围 APPLICATION 

 
 
 
 
 
 
 
 
 
 
 
 

 

RHC 

SML 公司RHC系列产品特别适合于高

压电源，高保真话筒，医疗电子，音响，

烟雾探测，红外探测，辐射探测，各种

气体探测等高压及小信号放大电路。 
 

SML type RHC are suited for high voltage 
power supply, audiophile speakers,medical 
electronical devices,audio systems,smoke 
sensors, infrared detectors, radiation 
detectors, special gas detectors etc. all the 
fields of high voltage and small signal 
multiply 


